
  Azalea®

Offers excellent seating comfort and many 
adjustment possibilities! 
The Rea Azalea is the natural choice for the moderately active person 
and for the more passive person. The comfortable, tilt and recline 
seating system allows you to alter the seat position, ensuring maximum 
comfort at all times. This combined with good driving characteristics 
makes Azalea the ideal choice. Azalea is available as a transit with small 
rear wheels for attendant propulsion and also with large self propelling 
rear wheels, designed to promote independence allowing the client self 
propel. The Flex 3 backrest is multi adjustable in height, width and shape 
to accommodate a wide range of body shapes. It's available in 2 frame 
colours and 2 material options.



Technical data

Features and Options

  Azalea®

Tilt & recline makes life comfortable 

The Rea Azalea has a 25° seat tilt 
and a 30° backrest recline. Both tilt 
and recline can be easily adjusted 
manually or electrically by the 
assistant and also by the client using 
the electrical version. 

The backrest has a biomechanical 
positioning hinge, which follows a 
persons natural back movement 
when adjusting the backrest angle. 
Combined with the seat-tilt function, 
the DSS (Dual Stability System) 
helps to prevent Decubitus thanks to 
its non-friction re-body positioning.

Flex 3, tension adjustable 
backrest
The tension adjustable option 
allows more challenging 
postures to be accommodated.

Flex 3, backrest plate
Width adjustment is a 
standard feature of this 
backrest plate, along with an 
impressive range of height 
adjustment.

Wide range of options
Individual width adjustments 
in the armrests and legrests 
and a comprehensive range 
of accessories ensures all 
aspects of a persons comfort 
can be catered for.

The Rea Azalea complies with 
ISO 7176-19 specifications. Note 
that special conditions apply 
regarding accessories. For 
detailed information regarding 
vehicular transportation and for 
more pre-sale information for this 
wheelchair, please consult the 
following pages on our website: 
www.invacare-rea.com under Rea 
wheelchairs/Technical downloads.

Rea, Rea design and DSS (Dual Stability System) design are registered trademarks of Invacare International.
The Rea Azalea is designed with DSS (Dual Stability system). It provides enhanced stability and safety when being tilted 
or the backrest is reclined.
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Frame colour Upholstery

Pearl Grey Black Dartex  
TR26

Azurite Blue

Rea Azalea
Transit & SP

Rea Azalea
Transit & SP

Rea Azalea
Transit & SP

390-450/ 
440-500/ 

490-550 mm
(390-490/440-540/ 

490-590 mm)

430 - 500 mm 400/450 mm
(450 mm)

Backrest plate:  
560-790 mm

Tension adjustable 
backrest:  

540-715 mm

240 - 360 mm 330 - 500 mm

SW + 220 mm
(SW + 230 mm)

900-1250 mm 950-1020 mm

-1° to +23°
+1° to +25°

34 kg
(SW 440 mm) 

Max 135 kg

0°-30°

Transport weight: 
16,5 kg

Crash-tested
ISO 7176-19

Black Spacer 
TR36

Follow us on Twitter:
@Think_Mobility

Follow us on YouTube:
Invacare Ltd - Think Mobility


